SEAMetal 9000W..

Automatic double seam inspection and analysis system

Seametal 9000W - Measurement
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ully-Automatic

double seam inspection system

INSTANTLY MEASURES SEAM PARAMETERS OPTICALLY!
FREE SPC PACKAGE INCLUDED!



Introduction

SEAMetal was the first fully-automatic double seam analyzer. SEAMetal
9000X was initially introduced at the 1993 METPACK exhibition. In its
current version, SEAMetal 9000W is now a robust 3rd generation product,
with high flexibility and an exceptionally high R&R rating (currently rated as
the best in the industry!).

SEAMetal has been in use by over 400 customers in over 30 countries since 1993!

How SEAMetal works

Several components allow SEAMetal to achieve its high R&R rating:
@ An automatic (or low deformation) saw.
@ A high quality optical unit utilizing a special centering device.
@ A highly repeatable automatic detection system.

The combination of these factors results in a clean cut, accurate positioning
of the seam in focus and an accurate, repeatable optical measurement.

SEAMetal features

Fully automatic, highly accurate and highly repeatable.
Free SPC package!
True thickness provides accurate optical thickness measurements!
Optional certified calibration gauges are available.
Each parameter can be measured:
optically, manually, entered by keyboard or through an external gauge.
Reports can be rechecked (both the original and the new report data are saved!).
Customizable Excel™ reports!
Completely Multilingual!
Screens, which are easy to read and understand. This allows the operator, for example,
to immediately see any problems that could be affecting the measured seam.
Reports and Images can be saved for later review.
Strong Administrator/operator modes provide both flexibility and security.
Automatic calibration and backup procedures.
SEAM-Explorer provides the operator with a powerful Research and Development tool.
First operation and Triple seams are also supported.

Software editions / options

©® SEAMetal 9000W - Fully automatic seam inspection

Beverage optical unit (molded per can size)

Aerosol optical unit (specific per can size and dome)

Food can optical unit (with centering device)

Portable optical unit
@® SEAMetal 9000L - Portable seam inspection, with a portable optical unit & portable saw
@ SEAMetal 9000M - Semi-automatic double seam inspection

Beverage optical unit (molded per can size)

Food can optical unit (with centering device)

Portable optical unit

Specifications

Resolutions: 8-10 pm (customizable upon request) Can size diameter: 50-240mm
Magnification: X50 (customizable upon request) Computer interface: 2 x USB 1.1 connections






